
MS6 Cup ECU Download Instructions 03-26-2020 Page 1 of 6  

Global MX-5 Cup ND2 Bosch ECU Data File Download Instructions 
 

Purpose: 

The purpose of this document is to provide instructions on how to download the two data files from the Bosch 

MS6 Cup ECU in the 2019+ Global MX-5 Cup ND.2 race car.  The MS6 Cup ECU logs two separate data files 

containing different information at two different speeds.   

 

The Bosch ECU data files are password protected and not viewable by the end user, but can be downloaded 

and sent in to Flis Performance for review, if there isn’t sufficient information in the AiM MXL2 data log to 

troubleshoot an engine related issue 

 

If you are able to duplicate any incidents, for diagnosis, we need the Bosch data with some markers of where 

the incident occurs. Press the pit speed limit button as a marker in the data to isolate the spot. The limiter only 

works at lower speeds in first gear and should not start the function on track.  It will however create a definite 

point we can hone in on for analysis. 

 
1.  Download and Install Bosch’s WinDarab software. The WinDarab software can be downloaded from the 

Bosch-Motorsports website. 
 
2. If this is the first time downloading the WinDarab Software, please see the following directions bellow for 

set up.  
 
If your WinDarab Software is already set up, please see step #3. 
 
• WinDarab will prompt you for a License number. The License is free but you will have to complete your 
“Contact Details”.  

 

 
 

https://www.bosch-motorsport.com/content/downloads/Raceparts/en-GB/55459595213067275.html#/Tabs=55539979-5/
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• Once your Contact details have been completed, click the finish button.  

 

 
 
 
 
• The License prompt box will continue to pop up, even after you have filled out your information. Please 
click “Cancel” and the prompt should stop after 30 days.  
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• Click on the Car Icon     on the top left corner of the program window to open the “Data Logger 
Import” Screen. The Settings options should look like the picture below: 
 

 
 
 

•Settings:  
“Import Sources”: Only the “Device” box should be checked. 
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• Settings: 

“Common Options”: No boxes checked 

 
• Settings:  

“Device/Flash”:  
•”Device/IPέ: MS6 (10.10.0.202) 
• ά9ȄǇƻǊǘ CƛƭŜέΥ One file for each lap 
•”Save Files inέ: C:\Bosch\WinDarab\Data\DataFiles 
•”Subfolderέ: Leave Blank 
•”Filenameέ: Leave the prefilled information as is but you can write a description 
at the beginning  
EX: Engine Miss VIN1234 Logging1 (100@20hs) outing-01τ01  
• άLƳǇƻǊǘ ŀƭƭ ƻƴ ŎƻƴƴŜŎǘέ Box checked 
• ά5ŜƭŜǘŜ ǘǊŀƴǎŦŜǊǊŜŘ ŦƛƭŜΥέ Box NOT checked 
• άLƳǇƻǊǘ ƭŀǘŜǎǘ ŦƛƭŜǎ ŦƛǊǎǘέ Box NOT checked 

 

 
• Click the “Apply Changes” box and all settings should be saved going forward. 
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3.    Connect your computer to the ECU with an Ethernet cable through the Ethernet port in the 

Passenger side of the Dash. 

 

4.    Open the WinDarab software. 

 
5.    Click on the Car Icon               on the top left corner of the program window to open the Data 

Logger Import Screen. 

 

6.    Click okay on the saving measurement file failed pop up if it comes up. 

a.    This popup occurs if there is a file already saved in the default location with the default file 

name.  Clicking OK opens a save dialog that allows you to select the save location and edit the 

file name. 
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7.    Save the file in a location you’ll be able to easily locate.  Recommended default storage location 

is in C:\Bosch\WinDarab\Data\DataFiles 

a.    Add a short Note about the File in front of the default name and Click Save. 

i.    Ex: Engine Miss VIN1234 Logging1 (100@20hs) outing-01—01 
 

 
 

8.    A Save As window for the 2nd  logging file will pop up similar to the first.  Save that file with the 

same description and in the same folder as the first file. 

a.    Ex. Engine Miss VIN1234 Logging2 (200@50hz) outing –1—01 
 

 
 

9.    After saving both files, close the Data logger Import window by clicking the “X” in the upper 

right hand corner. 
 

 
 

Please send all Data Logger files to Ashli@FlisPerformance.com via Dropbox or Gmail Docs. Thank you!  


