
 

Mazda MX-5 Cup Car Technical Service Bulletin # 2026-01-14 

2025 Mazda MX-5 Cup Car Air Box 
This TSB describes: A mandatory modification to seal a specific vent opening on the air box assembly. This update is exclusive 

to 2025 model year cars. 

Important Notes:  This procedure applies only to 2025 model year Mazda MX-5 Cup Cars.  

All cars must run the standard factory-supplied air box configuration for their specific model year. No other modifications, 

substitutions, or additions are allowed unless authorized in future TSBs or homologation documents.  

The 2025 production air box includes this additional vent for standard manufacturing/breather purposes. Sealing it helps 

maintain cooler intake air temperatures and supports overall vehicle thermal management, promoting better engine 

performance, reliability, and consistency across competitors.  

Correction/Modification Procedure:   

Preparation: Clean the air box thoroughly. Remove from vehicle if needed for optimal access. Locate the target rectangular 

vent/grid port.  

 

             

 

 

 

 



Materials Required: High-temperature aluminum foil tape. Isopropyl alcohol, clean rags, scissors/utility knife.  

Steps:  Prep the surface around the vent with isopropyl alcohol.  

Cut tape to fully cover the vent overlap on all sides.  

Apply firmly, pressing out bubbles for a complete seal.  

Reinstall air box, verifying all connections/clamps are secure. 

 

 

 

 

 

 

 

 

 

 

If you have any questions, please contact us at the information below: 

 

 

 

2023 & Older 2025 


